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Technical Information
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Laminate: KB-6160C
Prepreg: KB-6060C

Conventional FR-4/Normal Tg/CTI>600V
51 (Feature)

RERINEEERSEF BaaERE

UV Blocking and AQI (automatic optical
inspection) compatible
RAITIRVERERIAT I RE
Excellent heat resistance and mechanical
properties
FFRIPC-4101E/97A9KBEEK

IPC-4101E/97 specification is applicable

CTI>600V

ExdimEERIEE> 600V

kA tERE (Laminate Properties)

UL: E123995

W (Application
© HEIRIMNEIRE
Computer and peripheral
- BRRE
Communication equipment
RS
Instrument
© PREDREF

OA equipment, etc.

Test Item (I:éf_rl\'/\l:_tl;c;g) Test Condition Unit Spe*cﬁl!;g{aﬁt fon Typical Value
MREE . QhIESR(Y =T} BABY(E
ik A% (IPC-4101E/21)
Therfnal Stress 24131 Float 288 °C/ Unetched |  Sec >10 2180
FTRLisotUTIS EEHALEIIH S SUNSIUTIEEN (RIS DRI E R
| EEEZEE | 2425 1 E2105BsC | S DO 2130 L L
Alpha 1 P - 45
Thermal CTE/Z_ZEBEA;%%EQ%ES'O” 2.4.24 Alpha 2 ppm - 240
i TSN UV S s0-260°C | e LT e 36
T-260 24241 TMA min _ >20
TD(5% weight loss) 24.24.6 TGA °C —_— 314
e UL94 E-24/ 23 Rating V-0 V-0
S vty 2517.1 C-96/35/90 MQ >10* 1.0x107
N S 2 N Co635/% | Mo-em | 210° | L0x10°
Dielectric Breakdown
...... wgpE | 26 | D48/50+D-0523 | kv | 240 =S
Dielectric Constant Etched @ 1 MHz 47
o s 2552 ............ _ S54 ...................
e | e | ®eso%) | @1ghz | | ST 46
Loss Tangent Etched | @1MHz [ oo | 0.014
55 Tange 2552 | Résom | e <0.035 o
R EE IRITIEIPIITITE FIRISSET Sh A S FPTPPTIRS RPPPPPIPIIRIROY SRR P
| emeemmy [ FCS02 | A L T B =00
Arc Resistance
i 251 D-48/ 50+D-0.5/ 23 Sec >60 125
125 °C >0.70 1.60
peel Strength (Lozy | oo [T THrTRRTVIRY R FPPPIRE. /A POPPPONY PR o PPOTY
EEEE 2438 .Float 288 °C/10 Sec | N/mm | 2105 . |...... 170 ...
Mechanicall ..o oeeveee e After Process Solution | | ... 2080 ... 125 ..
TVRRIEEE | Flexuralsuenger 2aq | lengthDirection 2415 | 565 ...
SRR Cross Direction >345 416
Moisture Sogorption 2621 D-24/23 % <0.5 0.19
Remarks: E:

- Typical Values for reference only.
- Standard Values according to IPC-4101E/ 97
- Typical Value of Specimen thickness is 1.6mm (8*7628)

- AE Rt S

- HiF&E 215 IPC-4101E/ 97
- Fks FIEEE) 1.6mm (8*7628)

A RoHS
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KB-6160C #R$4;58 (Laminate List)

Thickness Size Copper foil Type
[EE (mm) R (Inch) fRIEE
Reverse treated copper foll
37" x49" , 41" x49" , 43" x49" RTF§&$E : 1/30Z—30Z
0.05-3.20 74" x49" | 82" x49" |, 86" x49" HTE copper foil
HTE$RSE : 1/30Z—30Z
KB-6060C ¥[E{tHiSE (Prepreg List)
Desi UnLation PP style R/C(%) Dk+0.2(1GHz) | Df+10%(1GHz) Thickness(mil)
o e HiERR R NI EAEE
62+2 43 0.016 2.8+0.30
1080 65+2 42 0.017 3.1+0.40
68+2 42 0.017 3.4+0.40
5542 4.5 0.017 3.840.30
3313
58+2 44 0.017 4.2+0.40
52+2 4.5 0.016 4.6+0.40
KB-6060C 2116 5542 4.5 0.016 5.0+£0.40
58+2 44 0.016 5.4+0.50
48+2 46 0.015 6.4+0.40
1506
50+2 4.5 0.016 6.8+0.50
43+2 47 0.015 7.3+£0.40
7628 45+2 46 0.015 7.7+0.50
48+2 4.6 0.015 8.3+0.50
KB-6060C [E{t 5 fifF (Prepreg Storage)
fi&FS=(%(Condition) B HA(Shelf Life)
Max. 50%RH & Max. 23°C i< 50% & iBE<23°C 90 days
Max. 5°C(Normal in room temperature for at least 4h before using) 180 davs
R <5°C (REEABEEE FERE ) y
E&Z# (Recommended Process)
Press cycleEETE,
(T) —Temperaturz(T) Pressureinps! PressureaPDS[:] . Heat-up rate: 1.5-2.5 °C/ min (80 °C-140 OC)
> PEFHRIESR: 1.5-2.5 °C/ min (80 °C-140 °C)
/ \ - 350
i:g / \ (%]« Curing time:>45min(>175 °C)
/ \\ o LA >45min(>175 °C)
140 / L zo00
130 / \ -0 |« Curing pressure: 350+ 50 PSI
120 y \ - 100 (Vacuum Hydraulic Press)
110 L so0 EtES: 350+50 PSI
100 : ‘ ‘ : ‘ : : 0 (E=RUREN)
0 20 40 60 TimeB(Umm) 100 120 140 160
Remarks: iE:
This Technical Information only lists the typical values of particular AR R HIEEIISHMEYE |, IZPEEEMD
specification. If the customer needs other specifications, please IISHER , BEEEEARER

contact your sales representative for more information.



